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Phillips Pan Headed Double Assembly Screws 

These Screws are pan headed screws that come complete with captive flat and spring washers. 

They are available in a range of sizes and finishes. 

General dimensions and Phillips drive sizes 

 dk k T m D1xT d1 a 

M2 3.5 
0-0.4 

1.3+0.1 1 2.2 4.3x0.4 4 2.2 

M2.3 4 
0-0.4 

1.5+0.1 1 2.4 4.6x0.4 4.6 2.4 

M2.6 4.5 
0-0.4 

1.7+0.1 1 2.6 5x0.5 4.8 2.7 

M3 5.5 
0-0.5 

2.0+0.5 2 3.6 6x0.5 5.5 3.0 

M3.5 6 
0-0.5 

2.3+0.5 2 3.9 7x0.5 6.2 3.4 

M4 7 
0-0.5 

2.6+0.5 2 4.2 8x0.5 7 4.1 

M5 9 
0-0.6 

3.3+0.5 2 4.9 10x0.8 8.5 5.2 

M6 10.5 
0-0.7 

3.9+0.2 3 6.3 11.5x0.8 11.5 6.1 

M8 14 
0-0.8 

3.2+0.2 3 7.8 16x1.2 14.5 8.0 

Steel/Zinc Finish Steel/Nickel Plated Finish Stainless Steel Finish 

Part Number Size 

P=4 M36SZ M3 x 6 

P=4 M38SZ M3 x 8 

P=4 M310SZ M3 x 10 

P=4 M312SZ M3 x 12 

P=4 M46SZ M4 x 6 

P=4 M48SZ M4 x 8 

P=4 M410SZ M4 x 10 

P=4 M412SZ M4 x 12 

Part Number Size 

P=4 M36SNP M3 x 6 

P=4 M38SNP M3 x 8 

P=4 M310SNP M3 x 10 

P=4 M312SNP M3 x 12 

P=4 M46SNP M4 x 6 

P=4 M48SNP M4 x 8 

P=4 M410SNP M4 x 10 

P=4 M412SNP M4 x 12 

Part Number Size 

P=4 M36SS M3 x 6 

P=4 M38SS M3 x 8 

P=4 M310SS M3 x 10 

P=4 M312SS M3 x 12 

P=4 M46SS M4 x 6 

P=4 M48SS M4 x 8 

P=4 M410SS M4 x 10 

P=4 M412SS M4 x 12 
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